SPECIFICATIONS FOR DIGITAL MICROSCOPE
Stage Specifications:

Stage movement is X&Y direction

Stage Can Rotate 360 Degrees

Camera/Lens can be tilted on Stage 150 Degrees

Camera Specifications:

54 million Pixel Handheld Camera

Image Receiving Element: 1/1.8 Inch, 2.11 million pixel CCD Imaging Sensor

Resolution Range 2 million to 54 million. Capability of 3 CCD mode times 2 million pixels

Resolution Specifications:


2million pixels: approx 1000 tv lines


4 million pixel equivalent: approx 1200 tv lines


2 million pixel x 3CCD mode: approx 1200 tv lines


8 million pixels: approx 1800 tv line


18 million pixels: approx 2000 tv lines

White Balance Functionality

Frame Rate 15frames/sec and 28frames/sec (selectable)

Controller Unit Specifications:

Portable 

No external PC required

15 Inch High Resolution LCD monitor with 1600x1200 pixels

Monitor Can Angle for easy viewing 

160 GB Hard Disk Drive storing up to 575,000 Images

Equipped with CD-R/RW 24X Write

USB and LAN Connection

PS2 Keyboard Output

Lens Specifications:

Magnification Range of 0-5000X

Bore Scope and Fiber Scope Attachment capability

Handheld Lens Magnification Range of 0-200x

Summary of capabilities:  
- 20X greater Depth of Field & 18 million pixel resolution providing increased measurement accuracy

-  eliminates lighting problems using a built in illuminator, customized diffusers, polarizers, and anti-halation software.

- provides 3-D Perspective Imaging making it easy to have depth perception.

- X provides network capabilities

-  is portable allowing for system to travel

-  provides hand-held observation

-  provides a complete range (0-5000x) of magnification with only 4 quick disconnect lenses.

-  has capability of measuring X, Y, and Z-depth.

