ARGON-ION LASER SPECIFICATIONS

Output Power



(multiline)

333.6 - 363.8 nm (UV); ~100 mW

457.9 - 514.5 nm (Vis); ( 5 W

Output Power

(single-line)

454.4 nm; (120 mW

457.9 nm; (300 mW

465.8 nm; (150 mW

472.7 nm; (200 mW

476.5 nm; (650 mW

488.0 nm; ( 1.5W

496.5 nm; (700 mW

501.7 nm; (450 mW

514.5 nm; ( 2.1 W

528.7 nm; ( 375 mW

Beam diameter (@1/e2 points) ((( 1.5 mm

Beam divergence (full angle) ( 1.0 mrad

Long term power stability - Specification applies during multiline operation for any 30-minute period after a 2-hour warm-up:

Light regulation ≤ (0.5


Current regulation ( (3.0%

Optical noise (rms) - Specification represents rms noise at 514.5 nm (argon)

Light regulation ( (0.5%


Current regulation ( (1.0%

Beam polarization ratio >100:1 E-vector vertical

VENDORS/ COMPATIBLE MODELS:

LEXEL Laser

853 Brown Road

Fremont CA 94539

Tel: 510-651-0110

Tel: 510-651-1690

(Lexel 95L/ 95-5 Argon laser)

Spectra-Physics

1335 Terra Bella Avenue

Mountain View, CA 94043

Tel: 1-800-775-5273

Fax: 1-(650) 964-3584

(Spectra Physics/ Stabilite2017 Argon laser)

Coherent Inc.

5100 Patrick Henry Drive

Santa Clara, CA 95054

Tel: 1-800-527-3786

Fax: 1-800-362-1170

(Coherent/ Innova 70C-5 Argon Laser)

